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INSTRUCTIONS FOR SERVICING THE SUNBEAM 
VISTA RADIANT SHADE-CONTROL TOASTER 


GENERAL 


The Sunbeam Vista Radiant Shade-Control Toaster, Service #VAT-H (Cat.#VT60), is a 
1200 watt appliance designed for use on 110-120 Volt A.C. current only. This toaster 
offers automatic operation at the push of a button. 


OPERATING PRINCIPLES 


Plug into a 110-120 A.C. electrical source. Set the control knob to light or dark 
to suit your taste. Insert bread (NOTE: When toasting one slice, use shot marked 
‘one skice') and push the button in the center of the control knob. The bread will 
lower and the toasting cycle will begin. The toaster will shut off and raise the 
bread automatically, at the ending of the toasting cycle. 


SECTION A DISASSEMBLY 
DISCONNECT CORD BEFORE SERVICING 


First remove screws (4) and strain relief cover (3). Cut cord leads (37A & 37B) 
and remove cord (5). 


To remove the color control knob, use a thin blade screw driver to pry out the 
push button (16) which has three tabs on it. If one of these tabs break, it 

will be necessary to replace the button upon reassembly. Next remove the actuator 
spring (15) which then exposes a spring nut (14) to view. Remove this nut 

using long nose pliers, then lift off the color control knob (13). 


To remove control housing panel (10), remove two screws (12) from the face of the 
panel, then lift off the panel. Peel off escutcheon (11). 
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DISASSEMBLY CONTD. 


To remove the thermostat (18), cut thermostat leads (37C & 37D). Now remove 
screw (7) and slide the thermostat toward the cord side releasing the thermo- 
stat (18) and clip (17) from the shell (6). 


To remove center shell and end panels, remove screws (9) from bottom of unit. 
Now remove end panels (2 & 8), and crumb tray (35), then spread and lift off 


shell (6). Carefully pry heat baffles (1) from end panels with a straight edge 
screw driver. 


To remove carriage suspension spring (33), remove lifter bar (29) and unhook 
spring. Now separate upper and lower elevator wires (32 & 34) from the bread 


rack (30), then bend tabs on end support (31) and remove elevator wires. Next 
slide the bread rack (30) out through the largest opening of the slot in the end 
support (26). 


To remove outside elements, cut leads from thermostat side element (36). 
Straighten tabs on bread guide frame (24) to allow the element to be lifted 
out of the unit. Follow the above procedure for the left side (25). 


To remove center element, straighten tabs on upper side of end supports (26 & 
31). Now center element assembly (27) can be lifted out as remaining leads 
are cut and fed through frame. 


To remove bread guides, straighten tabs on the bottom of bread guides (24) and 
remove bread guides. Straighten tabs on center bread guides (23) and pull off 
end support panels. 


SECTION B _ REASSEMBLY 


FOLLOW PROCEDURE OF SECTION A IN REVERSE TO REASSEMBLE. PAY PARTICULAR ATTENTION 
TO THE FOLLOWING ASSEMBLY NOTES. 


Carriage Spring. When assembling the carriage suspension spring (33) from the 
lifter bar (29) to the lower elevator wire (34), make sure the spring is posi- 
tioned in the notch of the lower elevator wire as shown in Diagram #1. 


2, NOTE: Before assembly of the shell, check the 
akignment and the travel of the elevator wires 
and bread rack to make sure they are not binding. 


3. Wire Leads. Silver solder all leads (37). Be sure 
to feed cord (5) through end panel before solder- 
ing cord leads, then assemble shell. (See wiring 
diagram page 4) 


DIAGRAM #1 4. Switch Housing. Assemble switch housing (10,11,& 


12) but NOTE: Do not assemble color contnok knob. All final adjustments have to 
be made before the knob is assembled to the unit. 
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REASSEMBLY CONTD. 


Carrier Tension. Adjust tension on carrier by turning the adjusting screw (28) 
in the bottom of the center element assembly (27). Turn the adjusting screw 
counter-clockwise until the bread rack (30) is at the top of its travel and add 
one half (1/2) to one and one half (1 1/2) turns more. Adjustment will vary 
Wath wai mite. Thre xhwr qracasuwe may, have. ta he altered denending unon the 
weight of the bread. When adjusted properly, the bread rack will be at the 
highest point of its travel with bread samples on it. 


Color adjustment and reassembly of control knob. Test with bread. Thermostat 
(18) should be set so that toast comes out a medium shade. If toast is too light 
or dark, it is necessary to adjust the setting. Turn the thermostat adjusting 
screw (19) clockwise to lighten or counter-clockwise to darken. When toast is 

of desired color, replace color control knob (13) with indicator at medium, press 
on spring nut (14) while holding control knob at correct setting. Position 
spring actuator (15) in control knob, and then press in start button (16). Re- 
check toaster for proper adjustment with bread. SEE DIAGRAM #2. 


DIAGRAM #2 


SECTION C ADJUSTMENTS 


Toast is too light or too dark. 
SEE SECTION B - REASSEMBLY #6. 


The elevator and lift arm assembly does not lower when bread is inserted. 


A) When toasting a single slice, the bread must be placed in the slot marked 
"one slice’. 


B) Cord may be open, check cord. 


C) Check travel of elevator and lift arm assembly making certain they are not 
binding. 


4. 
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ADJUSTMENTS CONTD. 


D) Check adjustment of elevator and lift arm assembly as outlined in SECTION 
B - REASSEMBLY #5. 


Bread rises too slowly. 
A) Check travel of elevator and lift arm assembly for binding. 


B) Check adjustment of elevator and lift arm assembly. SEE SECTION B - REASS- 
EMBLY #5. 


Toast is lighter on top. 
A) If bread slices are abnormally tall, this will cause the toast to be lighter 
on top. 


B) Check bread rack for proper adjustment or binding, See Section B, Paragraph 
#5, and Section C, Paragraph #3. 


Toast not uniform in color as toaster heats up. (Successive slices get in- 
creasingly lighter or darker). 


A) Check possibility of faults as outlined in Section C-Adjustments #3. 


B) If above tests do not reveal anything, then it is likely that the thermo- 
stat is defective. In such cases, remove the thermostat as outlined in 
Section A-Disassembly, and replace with a new one. 


WIRING DIAGRAM 


SUNBEAM APPLIANCE PARTS AND ACCESSORY LIST 


REPAIR PARTS LIST INDEX 


TOASTERS August 21, 1972 
SERVICE NUMBER CATALOG NUMBER PARTS LIST NUMBER PAGE NUMBER 

T10 T10 4520 21-1 

T1LOA T1OA 4520 21-1 

T10B T1OB 4520 21-1 

T1OB1 T1OB1 4520 21-1 

T20 T20 4533 20-15 
T20A T20A 4533 20-15 
T20B T20B 4533 20-15 
T20C T20C 4533 20-15 
T35 T35 4533 20-15 
T35-1 T35-1 4533 20-15 
T45 T45 4534 21-21 
T45B T45B 4534 21-21 
T50 T50 4534 21-21 
T50B T50B 4534 21-21 
T55 T55 4534 21-21 
T55A T55A 4534 21-21 
T65 T65 4534 21-21 
T70 T70 4534 21-21 
T/5 T75 4534 21-21 
T1OOS T1OOS 4534 21-21 
T100S-1 T1O00S-1 4534 21-21 
T200H T200H 4534 21-21 
T200H-1 T200H-1 4534 21-21 
AT-A AT-80 4534 21-21 
AT-B AT85 4529 21-9 

AT-C AT90 4529 21-9 

AT-E AT85 4529 21-9 

AT-F AT90 4529 21-9 

AT-K AT85 4529 21-9 

AT-L AT90 4529 21-9 

AT-P AT70 4534 21-21 
AT-Q AT1-HS 4531 21-17 
AT-W AT35A 4533 20-15 
VAT-H VT60 4530 21-13 
VT40 VT40 4533 20-15 


VT40-1 VT40-1 4533 20-15 
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SUNBEAM APPLIANCE PARTS AND ACCESSORY LIST 


21-13 
SERV. NO. CAT. NO. DATE OF MANUFACTURE January 13, 1970 
VAT-H+~«VT60 + March, 1969 


SUNBEAM VISTA AUTOMATIC TOASTER 
SERVICE NO. VAT—H 


SERVICE INFORMATION CONTAINED IN SERVICE BULLETIN #357-17 


IMPORTANT NOTICE: Onder Parts by STOCK NUMBER in third coLwm below. That 
wikk hekp us supply the correct part and give you quick, accurate service. 


KEY RECOMMENDED 
NO. DESCRIPTION STOCK NO. MODELS USED ON RETAIL PRICE 
. Heat Baffle 81658 VAT-H all 
2 End Panel Assy. (Cord 

Side) (incl. #1) 89604 VAT-H 3.00 
3 Cover, Strain Relief 81652 VAT-H -04 
4 Screw, Strain Relief 21102 VAT-H -04 
5 Cord Assy. 89584 VAT-H 1.20 
6 Shell Assy. 89613 VAT-H 5.20 
7 Screw,Thermostat Mounting 86492 VAT-H .05 
8 End Panel (incl. #1) 89602 VAT-H 1.40 
9 Screw, End Panel 81700 VAT-H -02 
10 Housing, Switch 89605 VAT-H .65 
ll Escutcheon 89600 VAT-H me] 
12 Screw, Switch Housing 89590 VAT-H «2 
13 Color Control Knob 89609 VAT-H <25 
14 Speed Nut 89586 VAT-H -03 
15 ring, Actuator 89593 VAT-H LO 
16 Starter Button 89598 VAT-H . 20 
17 Thermostat Mtg. Clip 89587 VAT-H 05 
18 Thermostat 89601 VAT-H 3.50 
19 Screw, Thermostat Adj. 89599 VAT-H aid 
20 Key#20 (not shown) (incl. 

W/#18) ae ——— 

21 Insulating Sleeve (4 374") 84465 VAT-H -08 
22 Insulating Sleeve (1/2") 6503 VAT-H .09 
23 Bread Guide (Center) 84422 VAT-H +25 
24 Bread Guide (Outside) 81695 VAT-H -30 
We Heating Element 89596 VAT-H 1.00 
26 End Support (Front) 89607 VAT-H 45 
27 Center Element 89603 VAT-H Jak5 
28 Screw,Center Adjustment 1270 VAT-H -09 
29 Lifter Bar 84423 VAT-H PE. 
30 Bread Rack 89610 VAT-H - 40 


ALL prices subject to change without notice. 
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KEY RECOMMENDED 
NO, DESCRIPTION STOCK NO. MODELS USED ON RETAIL PRICE 
31 End Support (Rear) 89606 VAT-H $ .40 

32 Elevator Wire (Upper) 84419 VAT-H 20 

33 Spring,Carriage Suspension 86738 VAT-H 25 

34 Elevator Wire (Lower) 84418 VAT-H - 40 

a5 Crumb Tray Assy. (incl. 

#38 & 39) 81684-29 VAT-H 35 
36 Heating Element 84438-1 VAT-H .85 
37A Lead Assy. (to cord) 

(3 3/8") 89589 VAT-H See Note#1 #20 
37B (3 3/8") 89589 VAT-H oe . LO 
37C Lead Assy. (11 1/4") 89589 VAT-H " .10 
37D (3 172") 89589 VAT-H si «0 

E VAT-H . LO 
37F (5 3/4") 89589 VAT-H " om ) 
37G 1/2") 89589 VAT-H a . LO 
37H Connector (not shown) 23061 VAT-H «05 
38 Clip, Crumb Tray 1372 VAT-H 539 
39 Rivet, Crumb Tray 1547 VAT-H 02 


NOTE #1: Use part #89589 Lead Assy. for Key #37A, 37B, 37C, 37D, 
37E, 37F, 37G, and cut to desined Length. 


ALL prices subject to change without notice. 
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SUNBEAM APPLIANCE PARTS AND ACCESSORY LIST 
PARTS DIAGRAM 21=15 


SUNBEAM VISTA AUTOMATIC TOASTER 
SERVICE NO. VAT-H 


CAUTION: Numbers shown are DIAGRAM NUMBERS only. 
Onder Parts by STOCK NUMBER shown on Parts List. 
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